Premium Tilt & Turn

Aluminium Tilt and Turn Windows
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Tilt And Turn

Aluminum Windows

Our Premium Tilt and Turn windows provide an ideal solution for high-rise applications where internal glazing and
ease of cleaning are essential. They are thermally efficient, secure and versatile. Suitable for all: Commercial, Retail,
Residential, Public, Health Care and Educational applications. They feature contemporary flat faced profiles, all
internal beaded for added security and ease of glazing on site.

Our Premium Tilt before Turn windows have a ‘Polyamide’ thermally broken profile and comply with Doc L of the
Building Regulations for both new build and replacement and refurbishment projects. They can achieve U-values as
low as 1.5W/M?2K and a Window Energy Rating ‘B’ with double glazed sealed units. The glazing beads can be square
or chamfered and there is a choice of a 58mm or 70mm deep frame to accommodate varying applications

We reserve the right to make changes to the product specification as technical developments dictate, and without prior notice. Pictures shown
are for illustrative purposes and are not binding in detail, colour or specification. E.& O.E.



Key Features

¢ Range of conventional colours including: White, Black, Dark
Grey, Dove Grey & Brown.

¢ Also available in any of over 200 single or dual RAL colours.
¢ ‘Polyamide’ thermally broken profiles for superior efficiency.
e Can be supplied unglazed or glazed for 28mm units.

e Internally beaded for extra security and ease of glazing.

¢ Clean flat appearance for a modern look.

e Exceeds current building regulations.

¢ |deal for new build, replacement and refurbishment projects.

¢ Suitable for commercial or domestic projects.

¢ Direct fix and Equal leg frames available with the ability to put
trickle vents into a head extension or deep frame.

Options

¢ Tilt before turn or tilt only options.

¢ Choice of 5 outerframes (including 2 deep outerframes).
e White, light grey or black gaskets available.

¢ Range of projection cills available to suit your build.

¢ Hardwood frames available if required.

¢ Available with colour matched quad trim.
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Value

For more information, contact:

© Just Value Doors Ltd.
Tel: 01435 515001
Email: sales@justvaluedoors.co.uk Web:
www.justvaluedoors.co.uk

Showroom & Trading address:
Units 2-3 Station Road Industrial Estate,
Browning Road
Heathfield
East Sussex
TN218DB

All the information in this brochure is provided for guidance only and is given in good faith, but without warranty or
guarantee of any kind, whether implied or expressed.

Our policy is to continually improve products. Therefore methods, materials and changes of specification may be
made from time to time without prior notice.

Colour samples printed in this publication should only be used as a guide and are as accurate as our printing process
allows

Registered Office: Just Value Doors Ltd, Units 2-3 Station Rd Ind Est, Browning Rd TN21 8DB Company Registration No: 09635370 | FENSA Registration No: 33864



